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CONSTRUCTION DETAILS GENERAL NOTES ,
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B. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). " THE CONTRACTOR SHALL BE RESPONSIBLE FOR ROUTING AND PROPERLY LABELING " o SHA NO:WI431A53/C53
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FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. CAP AND ABANDON ENGINEER. CONTRAC HAL ?Hiz p ~ _ T
EXISTING CONDUIT AT NEAREST HANDHOLE. 4. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS. THE CONTRACTOR SHALL BE 47 STATE OF MARYLAND
F. USE EXISTING HANDHOLE. REQUIRED TO EXCAVATE FOR FOUNDATION AND CONDUIT BY HAND. | WHEN FLASHING 187D DEPARTMENT OF TRANSPORTATION
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OPEN SECTIONS. TO MEET CLEARANCES AS SPECIFIED IN MD 816.03, MD 818.01. 10' -0" OFFICE OF TRAFFIC & SAFETY
MD 818.02. MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TRAFFIC ENGINEERING DESIGN DIVISION
TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT. BLACK ON FLUORESCENT YELLOW
6. WETEEEI??SFR SHALL VERIFY THE PROPOSED POLE LOCATION PRIOR TO US 13 (OCEAN HIGHWAY) AT
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